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T E C H N O L O G I E S 

Wall tiles

Floor tiles

Ceramics

Sandstone

Concrete

Brick

in rotation

FLUTE SHAPE
CARBIDE TIP

STEEL TYPE

GRINDING

Asymetrical cutting edges

avoids overheating

with a suitable hardness 
for tiles

The appropriate steel grade 
permits a longer duration 

CERAMIC DRILL EXTREME PERFORMANCE

NEW
PROFESSIONAL

DRILLING

Alloyed tool steel for 
long-lasting

Parabol flute shape 
for perfect dust 
removal

With  the best
performance for 
vibration & hardness

Maximum 650 rpm

Stays at marked 
drilling position

EXTREME

QUALITY

Plastic Stone / Granite Hollow block stone Concrete
Reinforced

Brick Tiles Glass MarbleConcrete

STOP 

 FOR 
TILESrpm 

650

max 

Ø                       

mm

Ø                       

inch

A                             

mm

B                                    

mm

CODE                          

metric

CODE                          

inch
PU

4 5/32" 40 75 3020000400 3020000532 10

5,0 3/16" 50 85 3020000500 3020000316 10

6,4 1/4" 60 100 3020000600 3020000014 10

8,0 5/16" 75 120 3020000800 3020000516 10

10 3/8" 75 120 3020001000 3020000038 10

3020000001 5

3020000408 5

6,4 1/4" 60 90 PlugX Pilot Drill 3020006090 10

6,4 1/4" 75 115 PlugX Pilot Drill 3020006115 10

5/32"-3/16"-1/4" -5/16"

4 -  5 -  6 -  8mm

Pilot Drill use in
PlugX UNI-Arbor
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